
TITAN Water Columns are designed for allowable pressures up to 1,000 PSIG.  

Victory Energy now offers TITAN™ Level Equipment.  Engineered for accuracy and 
built for long-term performance, the TITAN Level Equipment incorporates the industry's 
most reliable technologies with robust high-performance components.  

TITAN water columns are manufactured exclusively by Victory Energy in accordance 
with ASME Boiler & Pressure Vessel Code.  All wiring is high temperature rated to 
endure water column temperatures.  In addition to custom level equipment solutions, 
Victory Energy offers comprehensive aftermarket service and support.

The Victory Energy TITAN steam drum  
trim equipment consists of the following  
major components:

▪  Boiler Water Column Assembly
▪  Water Gauges and Level Gauges
▪  Remote Water Level Indicators
▪  Auxiliary Low Water Cut-Out (ALWCO)
▪  Relay Panel Assembly  

The relay panel assembly provides the relay logic 
power for the water column and ALWCO probes.

RELAY PANEL ASSEMBLY

The TITAN remote water level indicator is 
designed to be mounted in the control room and 
is powered by the water column relay panel.

REMOTE WATER LEVEL INDICATOR

The auxiliary low water cut-out assembly 
provides an extra measure of safety for the 
critical drum water level condition.

AUXILIARY LOW WATER CUT-OUT

The by-pass station is used for blowdown, a 
routine preventive maintenance process.

BY-PASS STATION
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The column has a direct-reading level gauge 
attached to it with level gauge valves.

DIRECT-READING LEVEL GAUGE
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